CERTIFICATE OF QUALITY

PRODUCT

LOAD PORT
SOURCE

TYPE OF SAMPLE
DATE

: Low Sulphur Fuel Gil 380 C5T

: Helios, Singapore
: Shore Tank 104
: Before Loading

:06/06/72014

[BroG-14.

The above sample was fested in accordance with the test methods stipulated with the resulis as follows:-

Test

Density @ 15°C

Kinematic Viscosity @ 50°C
Flash Point

Ash

Conradson Carbon Residue
Water by Distillation

Pour Point

Sulphur

Vanadium

Aluminiom + Silicon
Aluminiwm

Silicon

Phosphorus

Zinc

Calcium

Total Sediment Potential

Unit

kegfl
cSt

&

Fo wt
% wt
% vol
e

% wt
ppm wt
ppm wi
ppm wt
ppm wt
ppm wit
ppm wt
ppm wt
Yo wt

Method
ASTM-D

IS0 3675
150 3104
150 2719
ISG 6245
180 10370
IS0 3733
150 3016
ISO 8754
P 501

Ir 501

Ip 501

IF 501

IP 501

1P 501

1P 501
IS0 103702

Resulis

0.9904
354.9
93.5
0.025
16.3
0.10
0
0.847
32

56

29

27

LA
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